                                 JRE 4” FORD EXHAUST INSTRUCTIONS	








REMOVE EXHAUST SYSTEM STARTING AT THE REAR AND WORKING FORWARD, IT IS EASIEST IF YOU USE A SAWZALL, CUT THE TAIL PIPE AT THE MUFFLER AND CUT THE DOWN PIPE IN FRONT OF THE TRANSMISSION CROSSMEMBER.


TO REMOVE THE TURBO DOWN PIPE, LOOSEN THE V-BAND CLAMP AT THE TURBO, BACK THE NUT ALL THE WAY TO THE END OF THE THREADS, THEN USE A FLAT HEAD SCREW DRIVER TO FREE THE CLAMP, DROP PIPE OUT BOTTOM.


REMOVE ENTIRE HEAT SHEILD ASSEMBLY BY UNBOLTING FROM FRAME.


DON’T WORRY IT IS NOT NEEDED WITH OUR SYSTEM AS IT RUNS MUCH COOLER.


ASSEMBLE THE NEW 4” DOWN PIPE AND SEND IT UP FROM BELOW, ATTACH THE V-BAND CLAMP, TIGHTEN BUT LEAVE IT LOOSE ENOUGH TO FACILITATE AJUSTMENT.


 INSTALL A 4” CLAMP ON THE DOWN PIPE, POSITION IT FOR MAXIMUM CLEARANCE AND SNUG IT JUST ENOUGH TO HOLD SECOND SECTION  FROM FALLING DOWN.


INSTALL FIRST 48 INCH STRAIGHT SECTION.


ASSEMBLE TAIL PIPE AND MUFFLER, PLACE THEM IN POSITION.


MEASURE FROM MID PIPE TO MUFFLER INCLUDING 2” OVERLAP AND CUT SECOND 48 INCH STRAIGHT SECTION AS NECESSARY.


INSTALL PIPE YOU JUST CUT.


ALIGN SYSTEM, TIGHTEN CLAMPS STARTING AT THE TURBO V-BAND CLAMP AND WORKING TOWARD REAR CHECKING FOR CLEARANCE AS YOU GO.


HOOK WIRE HANGERS THROUGH ORIGINAL RUBBERS, LAY THEM AGAINST PIPE AND BACK OF MUFFLER AND WELD.


ANY QUESTIONS DURING THE INSTALL, FEEL FREE TO GIVE US A CALL AT 203-753-7223 MONDAY - FRIDAY  8AM TO 5PM EASTERN TIME.


ENJOY YOUR NEW FOUND POWER AND FUEL ECONOMY.


